
54

EPINUS
1K

24V DC +10%/-15%

0V

INPUT + (T11 on AWAX)

OUTPUT + (T12 on AWAX)

INPUT - (T21 on AWAX)

OUTPUT - (T22 on AWAX)

PNP AUXILIARY OUTPUT
NC / 250mA

PINK

YELLOW

WHITE

GREY

BLUE

BROWN

GREEN

SAFETY CATEGORY

EPINUS : EN60947-5-1/2/3

1 EPINUS with  Awax : category 4

EPINUS in series with Awax : category 3

WIRING DIAGRAM

Standard cable 3/6/12m Diam. 5
MKT : cable 20cm Diam. 7
          connector M12/8pin
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Measure for Epinus 1kg only

DIMENSIONS (VERSIONS 1K AND 2K)

ADVICE

Designed to keep doors or moving protectors magne-

tically closed even while vibrating. Thanks to solid

state contacts, the long life expectancy is improved.  

� Magnetic latch 1, 2, or  4 Kg

� Decoding by Acotom®2 process 

� Auxiliary output for automation control or 
lights

� Polycarbonate housing (EPINUS 1K)

� Stainless steel housing 316L (EPINUS 2K, 4K)

� Laser marking (on stainless steel housing)

� Protection class IP69K (EPINUS 2K and 4K)

� Temperature -20°C to +60°C (EPINUS 1K, 4K)

� Temperature -20°C to +90°C (EPINUS 2K)

C O D E D  S W I T C H  W I T H  I N T E G R A T E D  M A G N E T I CC O D E D  S W I T C H  W I T H  I N T E G R A T E D  M A G N E T I C
L A T C H  F O R  M O V I N G  G U A R D S  O F  L A T C H  F O R  M O V I N G  G U A R D S  O F  

D A N G E R O U S  M A C H I N E S  D A N G E R O U S  M A C H I N E S  

EPINUS
2K

24V DC +10%/-15%

0V

INPUT+ (T11 on AWAX)

OUTPUT + (T12 on AWAX)

INPUT - (T21 on AWAX)

OUTPUT - (T22 on AWAX)

AUXILIARY OUTPUT PNP 
NC / 250mA

RED

YELLOW

WHITE

GREY

BLUE

BLACK

GREEN

EPINUS
4K

24V AC/DC +10%/-15%

0V

INPUT + (T11 on AWAX)

OUTPUT + (T12 on AWAX)

INPUT - (T21 on AWAX)

OUTPUT - (T22 on AWAX)

PNP AUXILIARY OUTPUT
NC / 250mA

BROWN

RED

BLACK

GREY

ORANGE

BLUE

WHITE

ACOTOM®2+90 °C

MAGNETIC

LATCH 

UP TO 4 KG 

EPINUS 4K : see dimensions p.34

TEFLON CABLE

ADAPTED TO HARD

ENVIRONMENTS 

WITH Awax safety moduleEPINUSEPINUS


